
8T ANDARD PLAN NO 430

NOTES:
1. CONCRETESHALLBE CL 6 (11/2) OR

CL 6 (3/4) AT CONTRACTOR'S OPTION
2. ON ARTERIAL STREETS WHERE TRAVELEDLANE IS

NEXT TO CURB, THIS DISTANCE SHALL BE 5'-0"
3. WHEN EXISTING PARKING METERS ARE TO BE

REMOVED FOR NEW DRNEWAY CONSTRUCTION. CONTACT
SOOT A MINfMUMOF 2 WORKING
DAYS PRIOR TO SCHEDULED WORK TO COORDINATE
REMOVALOF METER HEADS

4. REF STD PLAN NO 431 FOR CONCRETE DRIVEWAY
PLACED WITH SIDEWALKCONSTRUCTION

5. THE RAMP SECTION CONCRETE SHALL HAVEA
COARSE TEXTURED SURFACE OBTAfNED BY A

3/4/' 9-11 FLATTENEDEXPANDED METAL 1j2"THROUGH "
MESH BEING PRESSED fNTO THE STILL FRESH JOINT ~ SCORE LINE

CONCRETE. THE SHORT AXIS OF THE DIAMOND ~PATTERN SHALL BE PERPENDICULAR TO THE CURB
6. DRNEWAY WIDTH GREATER'THAN 15'-0" SHALL HAVE A

TRANSVERSE CONTRACTION JOINT AT OR NEAR CENTER DETAIL 8
DRIVEWAYwj MONOLITHIC

CURB & APPROACH

REV DATE: 2003
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SECTION A-A
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'~'-SEE DETAIL B FOR MONOLITHICCURB

SECTION B-8

REF STO SPEC SEC8-19

~ City of Seattle

NOT TO SCALE TYPE 430 ORIVEWAY

'0-

'0-411\;
.5'('('A: °0-

'vOj, '0.
(' 6' 4"i-+-TYPE 4308

I
L



,A

L

'r

~-~

il111

ALLEY OR PRIVATE DRIVEWAYWIDTH AS SPECIFIED

1/2' THROUGHJOINT
I

SCORE UNES

STANDARD PLAN NO 431

l

FUTURE ALLEY OR PRIVATECONCRETE

I DRIVEWAY I
L- -0- - - - - ---0- ---'

1/2' THROUGH JOINT MATERIALFOR
FULL DEPTHOF DRIVEWAYSLAB "\ N'-

'"

REF STD SPEC SEC 8-14 & 8-19

~ City of Seattle
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SECTION A-A

NOTES:
1, DRIVEWAYWIDTH GREATERTHAN

1S'-0" SHALL HAVE TRANSVERSE
CONTRACTIONJOINT AT ITS CENTER

2. DRIVEWAYCONCRETESHALL BE CLASS
6(3/4) OR 6(1 Yz) AT CONTRACTOR'S
OPTION

3. SIDEWALK CONCRETESHALL BE CLASS
5(3/4)

NOT TO SCALE
CONCRETE DRIVEWAY PLACED
WITH SIDEWALK CONSTRUCTION
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